






INSTALLATION OF YOUR PAC-LITE® TSS GEN 2 INTEGRALLY-SUPPRESSED RECEIVER
Grasp the grip frame in a natural shooting position. Point the pistol upward/vertically and pull the trigger to pivot the hammer backward to a cocked position. 
Lower the pistol to a horizontal position. Place the PAC-LITE® TSS Gen 2 receiver on the grip frame about 1/16th of an inch ahead of its �nal position. Press it 
backward and downward so that the forward retaining lug in the grip frame engages the front recess on the bottom of the PAC-LITE® TSS Gen 2 receiver. The 
receiver is properly aligned when the mainspring pin hole in the rear of the receiver lines up with the hole in the grip frame. If proper alignment is not achieved 
by mere hand pressure, the receiver can be pressed into position by placing the muzzle (with silencer end cap af�xed) on a padded surface and pressing the 
grip frame forward. Inspect the inside of the PAC-LITE® TSS Gen 2 receiver to make sure the hammer is in the cocked position and the hammer strut is freely 
moving.
installation of the bolt
Insert the bolt into the receiver witht he recoil spring facing UP. If you put it straight in, the bolt will easily slide into the receiver*.
 *If the bolt stops at the ejector, check to ensure the plug screw located immediately ahead of the rear sight assembly is not protruding into the 
receiver bore. If it is, use a 1/16th inch Allen key to turn the screw counter-clockwise one full revolution.

***FIRING PIN STOP WARNING ***
When sliding the bolt in the receiver, be certain the �ring pin stop has been 
installed into the bolt. If the bolt is installed with the �ring pin stop missing, the 
�ring pin will be allowed to travel beyond its intended travel range, causing it to 
strike and dent the chamber’s edge. This will render the pistol inoperable until a 
repair can be performed. 
TacSol does NOT warrant damage to the chamber caused by �ring pin strikes.

INSTALLATION OF THE MAINSPRING HOUSING ASSEMBLY (Fig. 1)
Insert an EMPTY magazine into the pistol. Point the pistol downward and pull the trigger until the hammer falls forward 
to the uncocked position. Insert the mainspring housing into the grip frame and push it straight up through the holes in 
the grip frame and the receiver. As the mainspring housing pin is pushed upward through the receiver, it passes 
through the slot in the bolt and the recoil spring guide, pushing the spring guide slightly forward to preload the spring. 
Continue pressing the mainspring housing pin upward through the receiver until the pin protrudes roughly 1/8” above 
the top of the receiver. During this step, ensure the bolt is fully forward and the hammer in the uncocked/�red 
position.

*WARNING* The receiver must be positioned in such a way as to allow the mainspring housing pin to protrude roughly 
1/8” above the top of the receiver. If the receiver is not positioned properly and the mainspring housing is forced close, 
the receiver may become damaged beyond repair. TacSol is not responsible for damage caused by improper assembly.

FIG.1

Closing the mainspring housing (fig. 2)
Invert the pistol so that the muzzle is pointed upward. Then position the pistol in such a way to allow you to view the 
hammer strut. The hammer strut should slide into the cutout on the mainspring housing while the housing is being 
closed. While holding the pistol in the inverted position, hold down on the trigger and close the mainspring as far as it 
will go without latching the mainspring housing into the pistol. Once the mainspring is closed as far as possible without 
latching, remove the EMPTY magazine and release the trigger.

FIG. 2latching the mainspring housing (fig. 3)

fig. 3

The mainspring housing is now ready to be latched, but it is ESSENTIAL that the hammer strut comes to rest on 
the mainspring plunger as the housing is latched. The mainspring plunger lies inside the mainspring housing and 
may be seen through the slot in the upper end of the housing. If the hammer strut does not contact the 
mainspring plunger as the housing is latched, it will either be impossible to complete the closure of the housing 
or the housing may close but the bolt will be unable to travel fully to the rear, rendering the pistol inoperable 
until resolved. It is also essential the hammer itself be in the uncocked (�red) forward position (resting against 
the �ring pin) as the mainspring housing is latched.


